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Parameter Unit

Model 
GWH12YC-K6DNA1A

GWH12YC-K6DNA2A

GWH09YC-K6DNA1A

GWH09YC-K6DNA2A

CB437001101

CB466001501

CB437001601

CB466001601 

Power 
Rated Voltage V~ 220-240 220-240

Hz 50 50

1 1

Cooling Capacity W 3500 2700

Heating Capacity W 3810 2930

W 950 585

W 975 650

A 4.0 2.6

A 4.5 2.9

W 1650 1650

A 6.4 6.4

m
3

680/590/540/490/450/420/390 660/590/540/490/450/420/390

1.4 0.8

EER W/W 3.68 4.62

COP W/W 3.91 4.50

SEER W/W 8.5 8.5

W/W 4.4/5.1/3.5 4.6/5.4/3.8

Application Area m
2

16-24 12-18

Indoor 

Unit

Indoor Unit Model
GWH12YC-K6DNA1A/I

GWH12YC-K6DNA2A/I

GWH09YC-K6DNA1A/I 

GWH09YC-K6DNA2A/I

CB437N01101

CB466N01501

CB437N01601

CB466N01601 

mm

Cooling Speed r/min 1350/1200/1120/1050/980/920/750
1300/1200/1120/1050/980/920/750/5

00

Heating Speed r/min 1350/1200/1140/1080/1020/960/900 1300/1200/1140/1080/1020/960/900/-

W 20 20

A 0.09 0.09

/ /

mm

mm 2-1.4 2-1.4

mm 635×22.8×306.3

Swing Motor Model

W 1.5/1.5 1.5/2

A 3.15 3.15

SL)
dB (A) 43/39/37/35/34/32/25 41/39/35/31

SL)
dB (A) 58/53/52/50/48/46/46 56/53/50/46

mm

mm

mm

11 10.5

13 12.5
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Unit

GWH12YC-K6DNA1A/O GWH09YC-K6DNA1A/O(LCLH)

CB437W01101 CB437W01601

ZHUHAI LANDA COMPRESSOR 

CO., LTD

ZHUHAI LANDA COMPRESSOR 

CO.,LTD

Compressor Model

Compressor Oil

Compressor Type Rotary Rotary

Compressor LRA.  A 20 20.00

Compressor RLA  A 4.21 4.21

W 943 943

1NT11L-6233 HPC115/95U1 

KSD115ºC

1NT11L-6233 HPC115/95U1 

KSD115ºC

ºC 16~30 16~30

Range 
ºC -15~43 -15~43

Range 
ºC -22~24 -22~24

Condenser  Pipe Diameter mm

mm 2-1.4 2-1.4

mm

rpm 900/650 900/650

W 30 30

A 0.36 0.36

/ /

m
3

2200 2200

mm

Climate Type T1 T1

Isolation I I

MPa 4.3 4.3

MPa 2.5 2.5

dB (A) 53/-/- 52/-/-

dB (A) 62/-/- 60/-/-

mm

mm

mm

33.5 33.5

36.5 36.5

Refrigerant R32 R32

0.75 0.7

Connection 

Pipe

m 5 5

g/m 16 16

mm

mm

m 10 10

m 20 15
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2.2 Operation Characteristic Curve

2.3 Capacity Variation Ratio According to Temperature
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Indoor air flow: Super High
Pipe length:5m

Outdoor temp. (°C)
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Indoor air flow: Super High
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Outdoor temp. (°C)

Indoor:DB 20°CIndoor:DB 27°C  WB19°C
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GWH12YC-K6DNA1A/O  GWH09YC-K6DNA1A/O  GWH09YC-K6DNA1A/O
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Pipe length:5m
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3. Outline Dimension Diagram

3.1 Indoor Unit

Unit:mm
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3.2 Outdoor Unit
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